


“G  r   e  e  n  technology for
today’s environment”

LZB - 10

LZB - M4

For all size washers up to 
450 lbs/ 200 kgs wash capacity

425 kgs combined wash capacity

For various wash capacities of one 
to four washers with combined 
capacities of 250 lbs/110 kgs

OSM Ozone Safety Monitor to detect air
quality

Model Model Description

Air Compressor

Ozone 
Ouput to
Washer 

Speci�cations:
Electrical Requirement: 
 120/240 V- 60/50 hz-single phase
Electrical Draw: 155 watts - 2 amp to   
                               370 watts - 3.3 amps 
Ozone Operating draw: 1.3 amps 
Signal Output: 24 volts to dry contact 
Ozone Injection Input: 1/4” or greater   
             below water line
Space: Wall or rack mounting within 20 ft              
              of washer.  Standard AC recepticle   
              required.
Weight:  Ozone Generator - Ranges from   
 57 lbs/20 kgs to 84 lbs/38 kgs
 Oil Free Compressor -26 lbs/13 kg

Safety Monitor: MEETS OSHA REQUIREMENT

Ozone Water Technologies, Inc. is a U.S. 
corporation providing services worldwide in 
environmental technology. OWT specializes 
in ozone applications, installations, and ser -
vice. To �nd out more about Ozone Water 
Technologies and its complete line of 
industrial and commercial environmental 
ozone systems, visit 

ACCOUNT: Any Hotel  FORMULA: TOWELS
MACHINE: 50 lbs WASHER using Conventional wash program
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TOTAL 82.8 12.5
ORIGINAL TOTAL WATER USED 95.3
MACHINE: 50 lb. WASHER using OZONE wash program 

Operation Lvl Free Water Disp. Gallons Saturation Add gals TEMP

1.Suds/Blch L 20

2.Rinse

3.Rinse
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H4.Rinse/Sour
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TOTAL 58.8
OZONE TOTAL WATER USED 71.3
TOTAL WATER SAVED USING OZONE WASHING PROGRAM 24
ENERGY SAVED USING OZONE
ENERGY SAVED USING OZONE

80º RINSE X 66 gallons = 57,120 BTU’S
30º RINSE X 52 gallons = 21,420 BTU’S

TOTAL ENERGY SAVED USING OZONE 78,540 BTU’S
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LZB - 20D For two washers up to 950 lbs/

55kgs combined wash capacity
LZB - M2 For one or two washers up to 130 lbs/ 




